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	Restraint for misaligned 
flanged fittings on field
	connections and equipment.
• The ECF400 combines two flanged couplings with a plain 
spool piece and thrust restraint rods in one complete and 
easy-to-use assembly.

• The ECF400’s flexibility and adjustability simplifies systems 
that are otherwise difficult to work with.

• Provided in standard lengths for ease of piping system 
design. Available in custom lengths if required.
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OFFSET & DEFLECTION
If your system has misaligned or offset flanges that need to be connected, the ECF400 will accommodate a minimum 
of 1/4” offset and deflection (see chart). Once installed, the fitting is a solid connection that will not allow your system 
to move.

ADJUSTABLE LAYING LENGTH
Just like our DJ400 and DJ405, the ECF400 has an 
adjustable laying length, allowing room for access, valve installation, or an extra pipe length that may be required. 

CONNECTION
The Romac Equipment Connection Fitting 
accommodates a flanged system with ANSI CLS 125 and 150 bolt circles. We also can provide other configurations on 
request.

RESTRAINT
Tie-rods and harness lugs provide the means of restraint. Since the tie-rods only pass through the harness lugs and 
not the flanges, the rods are easily installed or removed. 

For sizes, pricing and other information, contact Romac 1-800-426-9341

SPOOL ASTM A53 SCH 40 pipe for 3-12” sizes and ASTM A36 steel for 14” & larger sizes. A pipe stop is available.

BODIES AND END RINGS For 3- 12” Sizes, ASTM A536 ductile iron meeting or exceeding  Grade 65-45-12. For 14” 
and larger sizes, ASTM A36 steel. Flange bolt circles 
accommodate ANSI CLS 125 and 150.

GASKETS Compounded for water and sewer service in 
accordance with ASTM D2000. Other compounds available for petroleum, chemical, or high temperature service.

BOLTS, NUTS, SPHERICAL WASHERS High Strength Low Alloy Steel. Type 304 Stainless Steel or Type 316 Stain-
less Steel is available.

TIE RODS High Strength Steel per ASTM A193 B7. Type 304 (A193 B8) and 316 (A193 B8M) Stainless steel is 
available. 

HARNESS LUGS ASTM A36 steel or ASTM A536 Ductile Iron. Coated with Fusion Bonded Epoxy.

COATING All steel and ductile iron parts are coated at Romac with NSF 61 certified Fusion Bonded Epoxy.

OVERVIEW

MATERIAL SPECIFICATIONS

Tie-Rod

Spherical
Washers

Nut

Harness
Lugs

Spherical washer and harness lug 
assemblies are engineered to keep 

the tie-rods in position, and prevent 
bending.

SPHERICAL WASHER DETAIL
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DIMENSIONS

HARNESS LUG DETAIL

HARNESS LUG DETAIL

NOM. MIN. MAX. LBS

3 7.50 0.60 16.50 15.50 17.50 4 5/8 - 11 5/8 23.38 2 2 3.50 0.22 0.50 0.25 0.32 49

4 9.00 0.60 16.50 15.50 17.50 8 5/8 - 11 5/8 23.75 2 2 4.50 0.24 0.50 0.26 0.33 58

6 11.00 0.63 16.63 15.63 17.63 8 3/4 - 10 5/8 24.88 2 2 6.63 0.28 0.75 0.25 0.32 92

8 13.50 0.63 16.63 15.63 17.63 8 3/4 - 10 5/8 25.25 2 3 8.63 0.32 0.75 0.26 0.33 122

10 16.00 1.24 19.25 18.25 20.25 12 5/8 - 11 X 
7/8 - 9

3/4 28.75 2 3 10.75 0.37 1.00 0.32 0.39 204

12 19.00 1.25 19.50 18.50 20.50 12 7/8 - 9 7/8 29.63 2 4 12.75 0.38 1.00 0.33 0.40 268
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Repair Clamps  •  Couplings  •   Expansion Joints  •   Pipe Restraint  •   Service Saddles 
Tapping Sleeves  •   Tapping Machines  •   Valve Insertion  •  Waterworks Tools
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