ROMAC INDUSTRIES, INC.
INSERTA VALVE 2.0
SUBMITTAL INFORMATION

The IVS312 insertion valve is designed to be installed under pressure and under flow conditions without any interruption
of water service. The IVS312 shall perform as a water control device giving an effective shutoff of the flow of water.

Designed for 250 psi maximum working pressure, 375 psi test on 10 and 12” pipe including cast iron, ductile iron, C900
PVC, IPS PVC, AC and steel. The IVS312 valve is actuated without the need for a gearbox and uses the standard
number of turns to close per AWWA C509.

Material Specifications

Sleeve: Made of ASTM A240 304/304L (18-8) Stainless Steel Plate. All welds chemically passivated for corrosion
protection. Machined neck ID for tight plug seal.

Flange: 12" AWWA CLS 150 flange will mate with the InsertaValve 312 installation equipment and valve assembly.
Flange o-ring: EPDM rubber, 70 durometer, NSF 61 certified.

Lugs: Sleeve sidebar lugs will properly align the sleeve halves during installation, provide a bolting surface, and assure a
360-degree seal. The lugs will prevent excessive stress on the pipe and minimize distortion of flexible (PVC) pipe.

Mat Gaskets: Made of Styrene Butadiene Rubber (SBR) compounded for potable water service in accordance with ASTM
D2000 and NSF61 certified. The gaskets provide a positive 360-degree seal on the pipe and assure a tight, durable, and
resilient seal.

Armors: Heavy gauge type 304 stainless steel armor plates will bridge the gap between the sleeve halves.

Sleeve Bolts and Nuts: 304 stainless steel bolts and nuts meeting ASTM A276. Type 316 stainless fasteners available as
an option.

Cover plate: ASTM A36 mild steel. Coated with NSF61 certified fusion bonded epoxy per AWWA C213.
Cross pins: Type 416 stainless steel heat treated for strength.

Cross pin and Cover plate O rings: EPDM rubber, 70 durometer, NSF 61 certified

Thrust Washer: Nylon

Corp Stop: 3/4 IP x 3/4 IP corp. stop, ball type, no lead

Valve Assembly

Plug Body: Constructed of ductile iron per ASTM A536 GR65-45-12. Coated with NSF61 certified liquid epoxy.

Plug Main Seal Gasket — Made of Nitrile Butadiene Rubber (NBR) compounded for potable water service in accordance
with ASTM D2000. The plug shall seal on the inside diameter of the pipe, inside diameter of the drilled hole and the
sleeve.

This information is based on the best data available at the date printed above, please check with Romac Engineering Department for any updates or changes.
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Plug Sleeve Seal Gasket — Made of EPDM rubber, NSF 61 certified.

Valve Stem, Stem Nut and Plug Expansion Pedals: Manufactured of high strength bronze suitable for valve stems and
nuts.

Valve Completion Plug and Center Wedge — ASTM A240 304/304L. Welds passivated for corrosion protection. Machined
for tight interface with sleeve and stem.

Completion plug O-ring gaskets — EPDM rubber, 70 durometer, NSF 61 certified.
Operating nut: Ductile iron per ASTM A536 GR65-45-12.

Gearbox (horizontal applications only): The 90-degree gearbox used for horizontal/lateral applications and uses a 1:1 ratio
to provide standard number of turns to close.

Bolts, Nuts and Hardware: Type 304 stainless steel bolts, nuts and washers standard. Type 316 stainless fasteners
available as an option.

This information is based on the best data available at the date printed above, please check with Romac Engineering Department for any updates or changes.
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